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SILICON CARBIDE.
When complete analyses of old pots that present a green-colored fracture are made, the analytical data will give evidence of the presence of silicon existing in the reduced state, that is not entirely as oxide. If the silica, alumina, iron oxide and lime obtained are calculated as such and to their sum is added the total carbon as found by the RED LEAD process, the percentages may reach the impossible total of 115.8 per cent in some instances. Such pots when broken present a greenish fracture. When the writer first encountered this difficulty he was somewhat puzzled. Such material cannot be burned free of black or grey residue in a stream of oxygen. This is characteristic of silicon carbide. The combination will not yield its carbon in the electric furnace with oxygen alone. It decarbonizes readily if burned with red lead. For carbon 0.300 gram of green fracture pots is burned with 4 grams of red lead. The blank due to the red lead is deducted, and the carbon percentage calculated as in pots free from silicon carbide. The ignition loss, which, in a burned pot, will ordinarily check within o.i to 0.2 per cent of the red lead result, will fall below the total carbon as much as 6 or 7 per cent in the old pots containing the silicon carbide, due to the fact that the carbon cannot be burned out of the silicon carbide except with red lead.
The writer estimated the carbide as follows: The total carbon obtained by red lead combustion and the ignition loss obtained by blasting in a stream of oxygen were both calculated to a i gram basis. The weight of carbon by ignition loss was deducted from the weight of the total carbon. The remainder was calculated to silicon carbide. Then the excess of per cents above 100 per cent was assumed to be oxygen. The amount of silicon' required to combine with this oxygen was calculated. The silicon was then figured to carbide. The per cent of carbide gotten in this manner checked fairly well with that found by calculating from the difference between the total carbon and the ignition loss. The silicon required to combine with the